
ELECTRICAL
Speaker Switching................................................16 Line
Line of Normal Relay ............................................16 Line
Line of Emergency Relay......................................16 Line
Indicator..........................................................Power LED

........................................................................Channel LED

GENERAL
Power Source ......................................................DC 24V
Weight......................................................................5.4kg
Dimensions........................482(W) 44(H) 3280(D)mm

SPEAKER LINE SWITCHING
The speaker output is provided the emergency speaker
lines of operating by emergency signal and the normal
speaker lines of operating by normal signal.

BROADCASTING STATUS INDICATORS
You can check easily the operating status by indicating LED.

* This model should be used with concerning equipment
(emergency switcher-our model ES-9116, matrix-our
model PX-9116, emergency panel-our model EP-9216)

FEATURES SPECIFICATIONS 

RG-9116
RELAY GROUP



9047912610

OFFICE : 226-9 DUGJUNG - LI, HOE CHUN - EUB, YANGJU - KUN, KYUNGKI - DO, KOREA  TEL : 82-351-860-7041~5, FAX : 82-351-858-1907
Home Page : http://www.inter-m.co.kr   E-mail : export@inter-m.co.kr

RG-9116

RELAY GROUPRG-9116

SECTION

BROADCASTING STATUS INDICATORSPOWER LED

DC OUT

DC INNORMAL RELAY
CH 1CH 2CH 3CH 4CH 5CH 6CH 7CH 8AMP INCH 9CH 10CH 11CH 12CH 13CH 14CH 15CH 16

EM RELAY SPEAKER OUT(1-8) SPEAKER OUT(9-16)

(HOT)

(COM)

EMERGENCY RELAY CONNECTOR SPEAKER OUTPUT CONNECTOR AMP IN(HOT) TERMINAL DC OUTPUT CONNECTOR

DC INPUT CONNECTORAMP IN(COM) TERMINALNORMAL RELAY CONNECTOR

BLOCK DIAGRAM


