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PA Speaker Systems and Speaker Systems
PA Subwoofers

MEGA-118SUBAK
Order No. 0090090

Premium professional active PA cabinet 
subwoofer, 1,500 W 
• High‑power active bass‑reflex subwoofer system
• 46 cm (18“, Faital) high‑performance bass speaker
• Digital amplifier with high power reserves
• Cabinet made of high‑quality and extensively 

reinforced premium birch plywood
• Durable two‑component PU coating
• M20 mounting plate (recommended distance tube: 

KM‑21367, available at option)

MEGA-118SUB
Order No. 0090080

Premium professional PA cabinet subwoofer, 
2,000 W, 8 Ω 
• Subwoofer system
• Cabinet made of birch plywood
• Durable 2‑component PU coating
• 46 cm (18“, Faital) high‑performance bass speaker 

with diecast aluminium basket
• Bass‑reflex system
• 2 x NEUTRIK SPEAKON terminal, in/out
• Mounting holes for mounting optional castors

• M20 mounting plate (recommended distance tube: 
KM‑21367, available at option)

MEGA-215DSP
Order No. 0090110

Premium professional active PA subwoofer with 
DSP, 2,400 W 
• High‑power active bass‑reflex hybrid horn subwoofer 

system
• 2 x 38 cm (2 x 15“, Faital) high‑performance bass 

speaker
• 2 x PASCAL‑S‑PRO2 power amplifier module in bridge 

circuit
• 3‑channel DSP, adjustments via Ethernet or USB, to 

be programmed as required via DSP control software 
or app

MEGA-215SUB
Order No. 0090100

Premium professional PA cabinet subwoofer, 
4,000 W, 4 Ω 
• High‑power bass‑reflex hybrid horn subwoofer system
• 2 x 38 cm (15“, Faital) high‑performance bass speaker
• Cabinet made of high‑quality and extensively 

reinforced birch multiplex
• Durable and high‑strength two‑component PU coating
• Front grille with acoustic foam
• Transport cover for covering the front of the speaker 

cabinet

Model MEGA-118SUBAK
Total output power 1,500 W
Power rating (RMS) 1,000 W
Frequency range 30‑250 Hz
Input signal 480 mV/17 kΩ (XLR/6.3 mm, bal.)
Sensitivity 97 dB/W/m
Power supply ~ 230 V/50 Hz/3,050 VA
Dimensions 700 x 570 x 590 mm
Weight 51 kg
Inputs comb. XLR/6.3 mm input L/R
Outputs XLR: par. out L/R 

XLR: high‑pass out L/R 
XLR: low‑pass out 
NEUTRIK SPEAKON

Model MEGA-118SUB
Total power rating 2,000 W
Power rating (RMS) 1,000 W
Impedance 8 Ω
Frequency range 30‑200 Hz
Sensitivity 97 dB/W/m
Dimensions 700 x 570 x 590 mm
Weight 46 kg
Inputs 1 x NEUTRIK SPEAKON
Outputs 1 x NEUTRIK SPEAKON

Model MEGA-215DSP
Total output power 2,400 W
Power rating (RMS) 2,000 W
Frequency range 35‑300 Hz
Input signal XLR, bal. line, L/R
Sensitivity 98 dB/W/m
Power supply ~ 230 V/50 Hz/2,400 VA
Dimensions 1,050 x 500 x 650 mm
Weight 69 kg
Inputs XLR: input L/R
Outputs XLR: par. out L/R 

XLR: DSP out L/R

Model MEGA-215SUB
Total power rating 4,000 W
Power rating (RMS) 2,000 W
Impedance 4 Ω
Frequency range 30‑250 Hz
Sensitivity 98 dB/W/m
Dimensions 1,050 x 500 x 650 mm 

(w/o castors)
Weight 63 kg
Inputs 1 x NEUTRIK SPEAKON
Outputs 1 x NEUTRIK SPEAKON


