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SPH-6M
Order No . 10 .5540

Hi-fi bass speaker, 60 W, 8 Ω 
• High-quality hi-fi bass speaker of long excursion
• Damped low-resonance polypropylene cone
• Robust diecast aluminium basket of an elegant design 

with 6-hole screw connection
• Magnet system with drilled pole core and protruding 

rear pole plate
• Very well-suited for bass-reflex speaker systems

SPH-165KEP
Order No . 10 .2420

Hi-fi bass-midrange speaker, 60 W, 8 Ω 
• High-tech speaker
• Diecast aluminium basket
• Kevlar cone
• Phase plug
• Optimum transient response
• Resonance-free
• High thermal capability
• A very linear and wide bandwidth radiation
• Excellent bass-midrange speaker with high level 

reserves for hi-fi applications

SPH-165CP
Order No . 10 .2330

High-performance hi-fi bass-midrange speaker, 
80 W, 8 Ω 
• Extra large voice coil (Ø 50 mm)
• Parameters for a deep bass reproduction
• Extra long excursion
• Bass speaker for interesting dual arrangements in very 

slim 3-way high-performance speaker systems and for 
2-way bookshelf speakers of high power capability

Model SPH-6M SPH-165KEP SPH-165CP
Impedance (Z) 8 Ω 8 Ω 8 Ω
Frequency range f3-3,000 Hz f3-7,000 Hz f3-6,000 Hz
Resonant frequency (fs) 39 Hz 30 Hz 30 Hz
Power rating (RMS) 60 W 60 W 80 W
Peak music power output (MAX) 120 W 100 W 120 W
Sensitivity 88 dB/W/m 89 dB/W/m 89 dB/W/m
Suspension compl . (Cms) 0 .78 mm/N 1 .71 mm/N 1 .71 mm/N
Moving mass (Mms) 20 g 17 g 17 g
Mech . Q factor (Qms) 2 .26 4 .85 4 .85
Electr . Q factor (Qes) 0 .35 0 .33 0 .33
Total Q factor (Qts) 0 .30 0 .31 0 .31
Equivalent volume (Vas) 17 .6 l 38 l 38 l
DC resistance (Re) 6 .33 Ω 6 Ω 6 Ω
Voice coil diameter Ø 37 mm Ø 35 .5 mm Ø 50 mm
Voice coil former aluminium Kapton glass fibre
Linear excursion (XMAX) ± 4 mm ± 4 .75 mm ± 4 .75 mm
Eff . cone area (Sd) 127 cm2 127 cm2 127 cm2

Mounting cutout Ø 144 mm Ø 142 mm Ø 142 mm
Dimensions Ø 180 mm x 92 mm 165 x 165 x 90 mm 165 x 165 x 90 mm
Weight 2 .005 kg 1 .7 kg 2 .57 kg
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