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SPH-175
Order No . 10 .1370

Hi-fi bass-midrange speaker, 60 W, 8 Ω 
• Paper cone with special coating
• Rubber surround with optimised profile
• Very linear radiation range free of resonance
• Ideal component for modern 2-way combinations

SPH-165
Order No . 10 .0880

Hi-fi bass-midrange speaker, 50 W, 8 Ω 
• Extra strong drive and high power capability
• For general hi-fi applications of high requirements
• Very well-suited for bass-reflex and band-pass 

cabinets up to horn speaker designs

SPM-165/8
Order No . 10 .5340

Hi-fi bass-midrange speaker, 60 W, 8 Ω 
• Excellent replacement speaker of the same quality as 

from the original equipment manufacturer
• Coated low-resonance paper cone
• Long-term stable rubber surround
• To be used preferably in closed or transmission line 

cabinets

Model SPH-175 SPH-165 SPM-165/8
Impedance (Z) 8 Ω 8 Ω 8 Ω
Frequency range f3-5,000 Hz f3-5,000 Hz f3-5,000 Hz
Resonant frequency (fs) 33 Hz 33 Hz 49 Hz
Power rating (RMS) 60 W 50 W 60 W
Peak music power output (MAX) 100 W 100 W 150 W
Sensitivity 90 dB/W/m 89 dB/W/m 88 dB/W/m
Suspension compl . (Cms) 1 .86 mm/N 1 .22 mm/N 1 .0 mm/N
Moving mass (Mms) 12 .5 g 16 g 10 .3 g
Mech . Q factor (Qms) 1 .98 2 .02 2 .7
Electr . Q factor (Qes) 0 .43 0 .23 0 .67
Total Q factor (Qts) 0 .35 0 .21 0 .55
Equivalent volume (Vas) 48 l 36 l 33 l
DC resistance (Re) 5 .7 Ω 6 .5 Ω 7 .2 Ω
Voice coil diameter Ø 25 mm Ø 35 .5 mm Ø 25 .5 mm
Voice coil former aluminium aluminium aluminium
Linear excursion (XMAX) ± 2 mm ± 3 .5 mm ± 3 mm
Eff . cone area (Sd) 137 cm2 137 cm2 140 cm2

Mounting cutout Ø 162 mm Ø 142 mm Ø 145 mm
Dimensions 177 x 177 x 70 mm Ø 165 x 89 mm Ø 159 mm x 78 mm
Weight 1 .045 kg 2 .235 kg 0 .97 kg
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