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C245

SPH-102KEP
Order No . 10 .2590

High-tech midrange speaker, 40 W, 8 Ω 
• Double magnet
• Diecast aluminium basket
• Kevlar cone
• Rubber surround
• Ferrofluid
• Phase plug
• Extra low cone weight
• Perfect midrange characteristics for hi-fi applications 

of high requirements

MSH-116/4
Order No . 10 .2150

Hi-fi midrange speaker, 40 W, 4 Ω 
• High-end technology
• Coated special cone
• Dust cap with high damping
• Extra flat basket (no need for recessed installation)
• Best possible linearity
• Perfect mass-drive ratio with a wide bandwidth
• For a sound of the extra class

4-512/C8/25RP
Order No . 10 .6040

High-end hi-fi bass-midrange speaker, 40 W, 8 Ω 
• 10 cm (4“) bass-midrange speaker for versatile 

applications
• Ribbed cone geometry, paper version
• Neutral sound with a warm, well-balanced midrange 

and a solid, fundamental bass
• Open design with phase plug

Model SPH-102KEP MSH-116/4 4-512/C8/25RP
Impedance (Z) 8 Ω 4 Ω 8 Ω
Frequency range fx-10,000 Hz fx-10,000 Hz f3-5,000 Hz
Resonant frequency (fs) 95 Hz 95 Hz 78 Hz
Power rating (RMS) 40 W 40 W 40 W
Peak music power output (MAX) 120 W 120 W 80 W
Sensitivity 88 dB/W/m 91 dB/W/m 88 dB/W/m
Suspension compl . (Cms) 0 .94 mm/N 0 .62 mm/N 0 .86 mm/N
Moving mass (Mms) 3 g 4 .6 g 4 .5 g
Mech . Q factor (Qms) 5 .70 2 .38 6 .65
Electr . Q factor (Qes) 0 .57 0 .48 0 .34
Total Q factor (Qts) 0 .52 0 .40 0 .32
Equivalent volume (Vas) 3 l 2 .7 l 3 .7 l
DC resistance (Re) 7 .2 Ω 3 .2 Ω 5 .8 Ω
Voice coil diameter Ø 25 .5 mm Ø 25 mm Ø 25 mm
Voice coil former Kapton aluminium Kapton
Linear excursion (XMAX) ± 1 mm ± 1 mm ± 2 .0 mm
Eff . cone area (Sd) 55 cm2 55 cm2 55 cm2

Mounting cutout Ø 95 mm Ø 101 mm Ø 96 mm
Dimensions 106 x 106 x 76 mm Ø 124 mm x 55 mm Ø 122 mm x 66 mm
Weight 1 .005 kg 0 .56 kg 1 .23 kg
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