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   DPR-110
Order No.: 0212320

Price upon request

PRODUCTINFOS

MP3 recorder,

with USB interface and SDHC card slot.

USB storage media can be connected directly (e.g. USB flash drive)
For SDHC cards up to 8 GB (FAT16/FAT32), available at option
Recording from USB medium, SDHC card or external source (aux) onto USB medium or SDHC card
Selectable recording bit rate: 128 kbps
Supports ID3 tags
Fast forward and reverse
Track programming
Folder navigation
Repeat function (repeat 1, repeat all, repeat album)
Random play
Intro play
Supplied with infrared remote control
482 mm (19") rack installation with supplied mounting brackets, 1 RS

Also suitable for hi-fi and PA applications.
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on the DPR-110, DP-120, CD-120:

“The units are definitely suitable for on-the-road applications, robust and to be classed professional due to
their convenient handling.”

TECHNICAL SPECIFICATIONS

DPR-110
Description MP3 recorder

Media MP3, USB, SD, MMC

Frequency range 20-20,000 Hz

THD < 0.3%

Channel separation > 60 dB

Dynamic range > 96 dB

S/N ratio > 60 dB

Output, analogue 1.2 V

Power supply ˜ 230 V/50 Hz/50 VA

Mains voltage ~ 230 V

Mains frequency 50 Hz

Power consumption, operation 50 VA

Admiss. ambient temp. 0-40 °C

Dimensions
430 x 44 x 265 mm, 1 RS
(w/o mounting brackets)

Weight 3.4 kg

Connections
1 x RCA L/R (input),
1 x RCA L/R (output)

DPR-110
Hazardous good no

UN number not applicable

Battery type AAA size

Chemical composition of the batteries not applicable

Weight of batteries not applicable

Integrated batteries no

Batteries supplied yes

Energy content (capacity) not applicable

Certificates not applicable


