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Price upon request

PRODUCTINFOS

PROJECT Line 2 megapixel network mini colour dome camera

e Weatherproof outdoor housing

e Fixed-focus lens (3.6 mm)

e Viewing angle: 75°

e Resolution: 2 megapixels

e Due to 1 super-bright LED, suitable for application in the dark, operating range: 5 m, with optimum
reflection

¢ Integrated micro SD card slot (for media up to 32 GB, not supplied)

e Power is provided via optional power supply (PSS-1210DC) or via Power over Ethernet (PoE)

Compatible with PROJECT Line network video recorders NWR-801POE, NWR-1608POE and NWR-3216POE,
ONVIF.
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Camera

Design

Image sensor
Number of pixels
Resolution

Lens

Viewing angle

Min. illumination
Video streaming
Compression method
Protocols

Protective class
Power supply

Operating voltage
Admiss. ambient temp.
Dimensions

Width

Height

Weight

Other features

Ethernet

mini dome

8.5 mm (¥") CMOS
1920 x 1080 pixels max.
2 MP

3.6 mm/1:1.2

75°

0 Ix with IR illumination

mainstream: 500-12,000 kbps,
substream: 100-6,000 kbps

H.264, MJPEG

HTTP, HTTPS, TCP/IP, UDP/IP,
RTSP, DHCP, NTP, PPoE

IP66

DC12V/1A
or PoE

DC12V

-20 °Cto +50 °C

@ 100 mm x 53 mm

@100 mm

53 mm

350 ¢

IP66, IR LED, AGC, AWB, DNR
RJ45, 10/100 Mbps



