
Produktová karta INC-4312BW

 INC-4312BW, PROJECT Line 4 megapixel network colour camera

 PROJECT Line 4 megapixel network colour camera, with integrated micro SD card recorder, day/night
function, webserver and WLAN 802.11b/g/n.
      •   Weatherproof outdoor housing
      •   Zoom lens: 2.8-12 mm, focus and zoom can be adjusted manually at the camera
      •   Viewing angle: 34-100°
      •   Due to 30 infrared LEDs, suitable for application in the dark. For this purpose, the camera switches to

B/W operation (IR operating range: 30 m, with optimum reflection)
      •   Image compression: H.264, MJPEG
      •   30 fps max. with 2688 x 1520 pixels
      •   Integrated micro SD card slot (for media up to 64 GB, not supplied)
      •   Privacy masking function, 3 zones
      •   Video motion detector function, 3 zones
      •   Two-way audio transmission
      •   Supplied with recording software, sunshield, wall bracket and antenna with SMA connection
      •   0.5 m connection cable for power supply, audio (3.5 mm jack), network (RJ45) and alarm
      •   Power is provided via enclosed power supply
Compatible with PROJECT Line network video recorders NWR-801POE, NWR-1608POE and NWR-3216POE,
ONVIF.

430,00 €

Parametre

Design bullet

Image sensor 8.5 mm (⅓") CMOS, 4 megapixels

Number of pixels 2688 x 1520 pixels max.

Resolution 4 MP

Lens 2.8-12 mm/1:1.4

Viewing angle 34-100°

Min. illumination 0.08 lx (colour),  0.03 lx (B/W)

Webserver integrated

Video streaming triple

Compression method H.264, MJPEG

Protocols HTTP, HTTPS, SNMP, Qos/DSCP, Access list, IEEE 802.1X, RTSP, TCP/IP, UDP, SMTP, FTP, PPPoE, DHCP, DDNS, NTP, UPnP, 3GPP, SAMBA, Bonjour

Protective class IP66

Power supply via encl. power supply

Operating voltage  DC 12 V

Admiss. ambient temp. -10 °C to +40 °C

Dimensions Ø 68mm x 160 mm

Width Ø 68 mm

Height 160 mm

Weight 790 g

Other features IP66 1 x alarm input  1 x alarm output

Ethernet RJ45, 10/100 Mbps and WLAN

Audio 1 x 3.5 mm jack (in/out)


