
Produktová karta IOR-204

 IOR-204, COMFORT Line 4-channel network video recorder

 COMFORT Line 4-channel network video recorder
      •   Video compression for recordings: H.264, H.265
      •   Linux operating system for maximum operating reliability
      •   Automatic camera identification due to UPnP protocol
      •   Supports PTZ cameras
      •   Synchronised audio and video recordings
      •   4 different user access levels can be set up
      •   Mobile Client for iPhone, iPad, Android
      •   Smart Home Ready
      •   E-MAP for indicating camera positions
      •   Dual streaming for bandwidth management
      •   Log system for logging status of the system, camera and access
      •   Digital PTZ and multi-window display
      •   Intelligent search function, search for distant and foreign objects, general movements, loss of focus,

concealed camera
      •   Data export possible as image file (BMP, JPG), video file (ASF, AVI) or backup file (DAT)
      •   Automatic backup via FTP
      •   4 x alarm input, 1 x alarm output
      •   1 x audio input, 1 x audio output
      •   4 x PoE output for power supply of the cameras
      •   OSD: German, English, French, Italian, Russian, Spanish and other languages

Supplied w/o hard disks. Matching SATA hard disks are available at option. Remote access possible via
smartphone app (RXCamView) for various systems. Please read the notes under Service/Downloads at
www.monacor-international.com.

220,00 €

Parametre

Video inputs 4 IP-based video channels, 4 x RJ45, LAN with PoE, 20 W

Video outputs HDMI™, VGA

Audio inputs 1

Audio outputs 1

Resolution 3840 x 2160 pixels max.

Video compression H.264, H.265

Recording 120 images/s max.

Menu adjustments on-screen menu (OSD)

Recording mode alarm, motion-triggered, continuous recording, digital input, manual, timer

Alarm inputs 4

Alarm outputs 1

Interfaces 1 x RJ45 (10/100 Mbps) 3 x USB 2.0

Hard disks optional, up to 1 x SATA II, 8 TB max.

Power supply via encl. power supply

Admiss. ambient temp. 0-40 °C

Dimensions 300 x 53 x 227 mm

Width 300 mm

Height 53 mm

Depth 227 mm

Weight 750 g


